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ESC VINYL SHEET PILE 
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in in in in2 in3/ft in4/ft ft-kips/ft ft-kips/ft ibf-in2 x106/ft ft-lbs/ft2 lb/ft lb/ft2

mm mm mm cm2 cm3/m cm4/m kNm/m kNm/m kNm2/m kJ/m2 kg/m kg/m2

ESC-GW600-5.5 23.9 3.5 0.22 6.4 1.6 2.8 0.43 0.86 1.1 ≥ 14.3 3.97 1.99 Jagged
608 88 5.5 41.1 87 385 1.9 3.8 9.9 ≥30 5.9 9.7

ESC-GW600-6.0 23.9 3.5 0.24 6.9 1.7 3.1 0.46 0.93 1.2 ≥ 14.3 4.30 2.16 Jagged
608 88.5 6 44.5 94 417 2.1 4.1 10.8 ≥30 6.4 10.5

ESC-GW270-3.5
10.6 6 0.14 2.4 4.7 17 1.3 2.5 6.4 ≥ 14.3 1.48 1.69

Z270 150 3.5 15.5 254 2327 5.6 11.2 60.5 ≥30 2.2 8.3

ESC-GW300-5.5 11.8 4.5 0.22 4.6 5.9 13.5 1.6 3.2 5.1 ≥ 14.3 2.89 2.92 Double U
300 115 5.5 29.7 320 1842 7 14.1 47.9 ≥30 4.3 14.3

ESC-GW300-6.0 11.8 4.5 0.24 5 6.4 14.6 1.7 3.4 5.5 ≥ 14.3 3.09 3.14 Double U
300 115 6 32 345 1988 7.6 15.2 51.7 ≥30 4.6 15.3

ESC-GW460-5.5 18.1 5.1 0.22 6.6 6.7 18.5 1.8 3.6 7 ≥ 14.3 4.17 2.75 Box
460 130 5.5 42.9 360 2527 7.9 15.8 65.7 ≥30 6.2 13.4

ESC-GW270-5.5 10.6 6.1 0.22 3.4 6.9 23.9 1.8 3.6 9 ≥ 14.3 2.15 2.43 Z
270 155.5 5.5 22.3 369 3266 8.1 16.3 84.9 ≥30 3.2 11.9

ESC-GW270-6.0 10.6 6.1 0.24 3.7 7.4 25.6 2 3.9 9.7 ≥ 14.3 2.28 2.62 Z
270 156 6 23.9 398 3499 8.8 17.5 91 ≥30 3.4 12.8

ESC-GW610-6.4 23.9 7.1 0.25 9.7 11.4 40.4 3 6.1 15.2 ≥ 14.3 6.45 3.05 Box
606 180 6.4 62.6 613 5514 13.5 27 143.4 ≥30 9.6 14.9

ESC-GW610-7.2 23.9 7.9 0.28 11.3 14.4 56.7 3.8 7.7 21.4 ≥ 14.3 7.19 3.56 Box
606 200 7.2 73.1 774 7743 17 34.1 201.3 ≥30 10.7 17.4

ESC-GW610-6.0 23.9 9.1 0.24 9.9 14.4 65.3 3.8 7.7 24.6 ≥ 14.3 6.18 3.11 Box
606 230 6 63.9 775 8915 17 34.1 231.8 ≥30 9.2 15.2

ESC-GW565-9.0 22.2 9.6 0.35 11.3 19.4 93.5 5.2 10.3 35.3 ≥ 14.3 7.06 3.8 Z
565 245 9 72.9 1042 12768 22,9 45.8 332 ≥30 10.5 18.6

ESC-GW610-9.0 23.9 9.1 0.35 14.8 20.6 93.4 5.5 11 35.2 ≥ 14.3 9.14 4.64 Box
606 230 9 95.3 1109 12758 24.4 48.8 331.7 ≥30 13.6 22.6

ESC-GW290-7.0 11.4 9.4 0.28 7.3 22 110.3 5,9 11.7 41.6 ≥ 14.3 4.64 4.78 Z
290 240 7 47.6 1228 15429 27 54 401.2 ≥30 6.9 23.6

ESC-GW290-9.0 11.4 9.4 0.35 9.3 27.2 137.2 7.2 14.4 51.7 ≥ 14.3 5.78 6.09 Z
290 240 9 59.8 1462 18739 32.2 64.3 487.2 ≥30 8.6 29.7

ESC-GW458-10.4 18 10 0.41 13.6 28.7 151.7 7.6 15.2 57.2 ≥ 14.3 8.47 5.65 Z
458 254 10.4 87.7 1542 20718 33.9 67.8 538.7 ≥30 12.6 27.6

ESC-GW350-9.0 13.8 9.8 0.35 11.1 31.3 155.3 8.3 16.7 58.6 ≥ 14.3 6.92 6.01 Z
350 250 9 71.4 1685 21203 37.1 74.2 551.3 ≥30 10.3 29.4

ESC-GW290-11.0 11.4 9.4 0.43 11.1 31.8 160 8.3 16.9 60.3 ≥ 14.3 6.92 7.28 Z
290 240 11 71.6 1711 21851 37.6 75.3 568.1 ≥30 10.3 35.5

ESC-GW458-12.0
18 10 0.47 15.2 31.9 168 8.5 17 63.3 ≥ 14.3 9.48 6.3

Z458 254 12 97.8 1717 22937 37.8 75.5 596.4 ≥30 14.1 30.7
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Weight Profile
Per Pile Per Wall

in in in in2 in3/ft in4/ft ft-kips/ft ft-kips/ft ibf-in2 x106/ft ft-lbs/ft2 lb/ft lb/ft2

mm mm mm cm2 cm3/m cm4/m kNm/m kNm/m kNm2/m kJ/m2 kg/m kg/m2

ESC-GW300-FR
11.8 4.5 0.22 4.6 5.9 13.5 1.6 3.2 6.8 ≥ 14.3 2.96 3.04 Hybrid 

Double U300 115 5.5 29.7 320 1842 7 14.1 64.5 ≥30 4.4 14.8

ESC-T-HEX 9.8 8.6 0.3 9.3 15.2 89.2 4.0 8.1 33.6 ≥ 14.3 5.78 7.04 Hex
250 219.5 7.5 59.7 815 12175 17.9 35.9 316.5 ≥30 8.6 34.4

ESC-GW350-FR
13.8 9.8 0.35 11.1 31.3 155.3 8.3 16.7 96.8 ≥ 14.3 7.19 6.26

Hybrid Z350 250 9 71.4 1685 21203 37.1 74.2 912 ≥30 10.7 30.6

HYBRID DOUBLE U HYBRID Z

DOUBLE UJAGGED Z TYPE Z TYPEZ TYPEZ TYPE BOX BOX

HEX

S H E E T  P I L E  T E C H N I C A L  S P E C I F I C A T I O N 
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Partnered with:

T E C H N I C A L  S P E C I F I C A T I O N S  F O R  C O R N E R S

CORNERS FOR VINYL SHEET PILES

Corner Width (W) Depth (D) Weight Tongue and Groove

A B C

in mm in mm lb/ft kg/m in mm in mm in mm

ESC-Corner 300 1.8 45.7 0.61 15.6 0.38 0.57 - - - - - -

ESC-Corner 400 3.8 96.5 2.3 58.8 1.88 2.80 - - - - - -

ESC-Corner 450 3.02 73.71 2.0 50.8 2.19 3.20 - - - - - -

ESC-Corner 300 Quadruple 2.2 57.0 2.2 57.0 1.06 1.58 0.61 15.5 0.79 20.0 0.33 8.4

Tolerance in accordance with the State technical assessment.
We custom manufacture corners in varying shapes/angles for your project requirements.

APPLICATION FOR TYPE OF PROFILE

ESC-CORNER 300 ESC-CORNER 400 ESC-CORNER 300 QUADRUPLEESC-CORNER 450

TYPE OF PROFILE CORNER 300 CORNER 400 CORNER 450 QUADRUPLE

ESC-GW270 X X

ESC-GW300  X* X

ESC-GW600 X X

ESC-GW460 X X

ESC-GW565 X X

ESC-GW610 X X

ESC-GW290 X X

ESC-GW458 X X

ESC-GW350FR X X

* Recommended
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T E C H N I C A L  S P E C I F I C A T I O N S  F O R  C A P S

VINYL SHEET PILE CAPS

Width (W) Depth (D) Thickness (T) Weight

in mm in mm in mm lb/ft kg/m

ESC-CAP 120 5 127 2.4 61 0.16 4 0.77 1.15

ESC-CAP 180 7.1 180 3.5 90 0.39 10 2.62 3.95

ESC-CAP 290 11.4 290 3.5 90 0.39 10 3.70 5.50

Tolerance in accordance with the State technical assessment.

APPLICATION FOR TYPE OF PROFILE

ESC-CAP 120 ESC-CAP 180 ESC-CAP 290

TYPE OF PROFILE ESC-CAP 120 ESC-CAP 180 ESC-CAP 290

ESC-GW270  X* X

ESC-GW300  X* X

ESC-GW600  X* X

ESC-GW460 X

ESC-GW565 X

ESC-GW610 X

ESC-GW290 X

ESC-GW458 X

ESC-GW350FR X

* Recommended




